
Buildings Energy Databook:  5.9 Lighting August  2004

5.9.3 2001 Lamp Wattage, Number of Lamps, and Hours of Usage (weighted average)

Lamp Wattage (Watts per lamp) Number of Lamps per Building Hours of Usage per Day
Res Com Ind Other (1) Res Com Ind Res Com Ind Other

Incandescent
   Standard 66 88 115 115 37 70 12 2 9 14 8
   Halogen 202 102 447 167 (2) 0 12 1 2 10 14 8
Fluorescent
   T5 N.A. 8 10 N.A. N.A. 8 10 N.A. 13 18 N.A.
   T8 N.A. 32 30 105 N.A. 32 30 N.A. 10 13 7
   T12 N.A. 51 66 190 N.A. 51 66 N.A. 10 13 7
   CFL 17 19 27 N.A. 17 19 27 2 11 14 N.A.
   Miscellaneous 41 18 34 83 41 18 34 2 10 11 11
HID
   Mercury Vapor 179 331 409 239 0 1 8 3 10 12 11
   Metal halide N.A. 472 438 23 N.A. 4 47 N.A. 10 14 10
   HP Sodium 79 260 394 216 0 1 12 3 10 13 11
   LP Sodium N.A. 104 90 180 N.A. 0 0 N.A. 10 12 12

Note(s): 1) Other includes stationary aviation, billboard, and traffic and street lighting. 2)  A value of zero indicates less than 0.5.
Source(s): BTS/Navigant Consulting, U.S. Lighting Market Characterization Phase I National Lighting Inventory and Energy Consumption Estimate, July 2002.
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